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SAFETY CANS & CONTAINERS

D.O.T. AccuFlow™ Safety Cans 
• Hold-down bracket with easy-to-grip tightening screw  

prevents vapour release and spills during transport
• Easy-to-engage fusible link bracket melts at 165°F (75°C)  

to prevent dangerous pressure build-up
• AccuFlow'sTM exclusive Safe-Squeeze® trigger mechanism  

allows for smooth flow and accurate pouring
• Leak-tight, self-closing lid automatically  

vents between 3 and 5 PSIG
• Heavy roll bars protect the spout
• D.O.T. compliant and FM approved

Red Mfg.  Yellow Mfg. Capacity Hose  Can Dim.  Price 
Model No. No. Model No. No. Gal. Width " Outer Dia."  x  H" /Each

SED117 7325120 SED121 7325220 2.5 5/8 11 3/4 x  13    
SED118 7325130 SED122 7325230 2.5 1 11 3/4  x 13    
SED119 7350110 SED123 7350210 5 5/8 11 3/4  x  18 1/2    
SED120 7350130 SED124 7350230 5 1 11 3/4  x  18 1/2    

Type II AccuFlow™ Safety Cans
• AccuFlowTM exclusive Safe-Squeeze® trigger mechanism allows for smooth flow and accurate pouring
• Auto-venting pressure relief cap
• Leak-proof self-closing gasketed lid controls vapours and spills
• Long lasting stainless steel flame arrester dissipates heat and prevents flashback ignition
• Extra large ID zone reduces misuse and has warning in three languages
• FM approved, UL/ULC listed
• 10-year limited warranty

SED119

SED121

Type I Safety Cans
• Compliant Type I Safety Cans are designed with a single 

spout for filling and pouring of all types of flammable liquids
• High performance, chemical resistant stainless steel flame arrester 

that stops flashback ignition, provides faster liquid flow, and offers 
exceptional durability and corrosion protection for long life 

• Self-venting, self-closing leak tight lid prevents ruptures  
from pressure build-up and controls vapours and spills

• Unique counterbalance design with full-fisted  
grip handle offers gravity-assisted pouring

• Warning label includes large ID zone for user labelling to avoid 
misuse, reduce the potential for incompatible mixtures, or may  
be used to designate department or individual owner

• Optional poly funnel offers targeted pouring
• Finished in a tough powder coat paint, Justrite®  

cans resist chemicals and stand up to heavy abuse
• FM approved, UL/ULC listed
• 10-year limited warranty

SEA213

SEA215

SEA214

SEA216

Red  Mfg. Yellow Mfg. Blue Mfg. Green Mfg. Capacity  Ext. Dim. Price 
Model No. No. Model No. No. Model No. No. Model No. No. US Gal. Dia." x H" /Each

5/8" HOSE WIDTH
SEA217 7210120 SEA218 7210220 SEA219 7210320 SEA220 7210420 1 9 1/2 x 10 1/2    
SEA221 7220120 SEA222 7220220 SEA253 7220320 SEA223 7220420 2 9 1/2 x 13 1/4    
SEA224 7225120 SEA226 7225220 SEA228 7225320 SEA230 7225420 2.5 11 3/4 x 12    
SEA232 7250120 SEA234 7250220 SEA236 7250320 SEA238 7250420 5 11 3/4 x 17 1/2    

1" HOSE WIDTH
SEA225 7225130 SEA227 7225230 SEA229 7225330 SEA231 7225430 2.5 11 3/4 x 12    
SEA233 7250130 SEA235 7250230 SEA237 7250330 SEA239 7250430 5 11 3/4 x 17 1/2    

Red  Mfg. Yellow Mfg. Blue Mfg. Green Mfg.   Ext. Dim. Price 
Model No. No. Model No. No. Model No. No. Model No. No. Capacity Dia." x H" /Each

WITH FUNNEL
SEA240 7110110 SEA241 7110210 SEA242 7110310 SEA243 7110410 1 US Gal. 9 1/2 x 11    
SEA204 7120110 SEA244 7120210 SEA245 7120310 SEA246 7120410 2 US Gal. 9 1/2 x 13 3/4    
SEA208 7125110 SEA247 7125210 SEA248 7125310 SEA249 7125410 2.5 US Gal. 11 3/4 x 11 1/2    
SEA213 7150110 SEA250 7150210 SEA251 7150310 SEA252 7150410 5 US Gal. 11 3/4 x 16 7/8    

WITHOUT FUNNEL
SAI516 10001 - - - - - - 1 Pint 4 5/8 x 6 3/4    
SAI517 10101 - - - - - - 1 Quart 4 5/8 x 8 1/4    
SEA199 7110100 SEA200 7110200 SEA201 7110300 SEA202 7110400 1 US Gal. 9 1/2 x 11    
SEA203 7120100 SEA205 7120200 SEA206 7120300 SEB084 7120400 2 US Gal. 9 1/2 x 13 3/4    
SEA207 7125100 SEA209 7125200 SEA210 7125300 SEA211 7125400 2.5 US Gal. 11 3/4 x 11 1/2    
SEA212 7150100 SEA214 7150200 SEA215 7150300 SEA216 7150400 5 US Gal. 11 3/4 x 16 7/8    


